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Abstract A new, improved sensor for the electrocatalytic
determination of ascorbate has been developed that has
both a low applied operating potential and a low
detection limit. The sensor was constructed by deposit-
ing copper hexacyanoferrate film either electrochemi-
cally or chemically onto carbon film electrode, and it
was then characterised by cyclic voltammetry and elec-
trochemical impedance spectroscopy. Chemically
deposited films were shown to be the best for ascorbate
determination and were used as an amperometric sensor
at +0.05 V versus SCE to determine ascorbate in wines
and juice. The linear range extended to 5 mM with a
limit of detection of 2.1 lM, the sensor was stable for
more than four months, and it could be used continu-
ously for at least 20 days.
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Introduction
Ascorbic acid (AA) is one of most important biological
compounds for human metabolism. Moreover, it is used
to treat some illnesses such as the common cold, cancer
and AIDS [1]. Although AA is an readily oxidisable
compound, even in air [2], some compounds—particu-
larly hexacyanoferrates—catalyse the oxidation of AA
[3]. Hexacyanoferrate(III) reacts with AA chemically in
acidic medium [3] (see Scheme 1). This reaction is used
to determine AA spectrophotometrically in pharma-
ceutical products [4–6].
Prussian Blue films have also been found to have an
electrocatalytic effect on the oxidation of AA [7–9] and
they have also been used for its determination [10]. An
amperometric flow-injection sensor for AA was devel-
oped using a Prussian Blue film on a glassy carbon
electrode; such a sensor was stable, sensitive and selec-
tive and had a low detection limit (2.5 lM) in acidic
media [11]. Analogues of Prussian Blue have also been
applied in electrochemical studies of the oxidation of
AA, particularly nickel [12, 13], copper [14], and cobalt
hexacyanoferrates [15].
Other amperometric AA sensors include electrodes
chemically modified with 7,7,8,8-tetracyanoquino-
dimethane [16], osmium 2,2¢-bipyridyl poly-4-vinylpyri-
dine chloride complex [17], lanthanum 2,6-dichloro-
phenolindophenol [18], electropolymerized N,N-dime-
thylaniline [19], manganese dioxide [20] and a cobalt
(II) phthalocyanine doped with iodine for potentio-
metric determination [21]; a hanging mercury drop
electrode [22] was also used to oxidise AA. The
electrocatalytic oxidation of AA on conducting poly-
mer electrodes, in particular on polyaniline, has also
been studied [23].
AA has often been reported to be an interfering
compound in biosensors based on Prussian Blue [24] or
titania sol-gel [25] in the determination of glucose [23–
27] or hydrogen peroxide [26]. In order to avoid this AA
interference in glucose measurements, the operating
potential of the sensor was decreased to 0.0 V [24, 26]. A
Nafion layer was applied to the surface of the biosensor
[25] or the enzyme was immobilized in a polymer, such
as o-aminophenol [27], and placed on top of the Prussian
Blue layer. Nevertheless, in [28] minor interference from
AA was observed even at +0.2 V.
Copper hexacyanoferrate (CuHCF) is one of the
Prussian Blue analogues most commonly used to
determine alkali cations [13, 29], particularly potassium
and sodium [30]. Some amperometric sensors based on
CuHCF have been developed for the determination of
hydrogen peroxide [31], sulphur dioxide [32], sulfhydryl
[33] and traces of ammonia [34]. CuHCF has also been
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used as a mediator in the development of biosensors [13,
35], particularly glucose [36–38].
The aim of this work was to develop a new and
improved sensor for ascorbate determination that
works at a lower potential than other sensors. Since
Prussian Blue films are not sufficiently stable in neutral
media, they are not suitable for ascorbate determina-
tion at pH 7. It was demonstrated in [14] that AA is
easily oxidized at cupric hexacyanoferrate, so this
Prussian Blue analogue film was deposited in various
ways, characterised electrochemically, and successfully
used for ascorbate determination.
Experimental
Chemicals and solutions
CuCl2 Æ2H2O and K3Fe(CN)6 were purchased from
Merck (Germany), AA was obtained from Sigma
(Germany). Enzymatic test kits for the determination of
L-ascorbic acid in foodstuffs by a colorimetric method
were obtained from Boehringer Mannheim/R-Biopharm
(Germany).
0.1 M phosphate buffer saline solution (PBS),
pH 7.0, was prepared from sodium dihydrogenphos-
phate, disodium hydrogenphosphate (Riedel-de-Hae¨n),
and 0.05 M NaCl. A 0.1 M stock solution of AA was
prepared every week and kept at 4 C. Millipore Milli-Q
nanopure water (resistivity > 18 MW cm) was used to
prepare all solutions. Experiments were performed at
room temperature (25±1 C).
The samples used for ascorbate analysis were ob-
tained in Portugal: white and red Portuguese wine; ice
tea with lemon, and 100% orange juice produced in
Portugal. ‘‘Cebion’’, a pharmaceutical portioned vita-
min C powder (1.00 g vitamin C per portion), produced
by Merck, was also analysed.
Electrode preparation
The electrodes were made from carbon film resistors
(2 W resistance) [39, 40]. The resistors were fabricated
from ceramic cylinders of external diameter 1.5 mm and
length 4.0 mm by pyrolytic deposition of carbon. One of
the tight fitting metal caps, joined to a thin conducting
wire, was removed from one end of the resistor and the
other wire was sheathed in plastic tube, covering the
metal cap with epoxy resin. In this way, the exposed
geometric area of the electrode was 0.2 cm2. Before
use, the electrodes were electrochemically pre-treated by
cycling between 0 and 1 V versus a saturated calomel
electrode (SCE) in 0.05 M KCl solution for five to ten
cycles until stable cyclic voltammograms (CVs) were
obtained. Copper hexacyanoferrate was deposited from
a solution containing 10 mM Cu2+, 10 mMK3Fe(CN)6,
and 100 mM KCl by one of three methods: chemically,
by immersing the electrodes for 50 min in the solution of
the precursor salts; galvanostatically, by applying a
current of 100 mA cm2 for 300 s; by cycling the po-
tential 25 times between +0.25 and +0.90 V at a scan
rate of 50 mV s1. The electrodes were then dried with a
stream of hot air, and left at room temperature for 48 h
to stabilise.
Methods and instruments
The three-electrode electrochemical cell contained a
CuHCF-coated carbon film working electrode, a plati-
num foil counter electrode, and a saturated calomel
electrode (SCE) as reference. Measurements were per-
formed using a computer-controlled l-Autolab Type II
Fig. 1 Deposition of CuHCF, using potential cycling on carbon
film resistor electrodes, from a solution containing 10 mM CuCl2,




potentiostat/galvanostat with GPES 4.9 software (Eco
Chemie, Netherlands).
Electrochemical impedance measurements were car-
ried out in the same electrochemical cell with a PC-
controlled Solartron 1250 frequency response analyser
coupled to a Solartron 1286 electrochemical interface
using ZPlot 2.4 software (Solartron Analytical, UK). A
sinusoidal voltage perturbation of amplitude 10 mV was
applied, scanning from 65 kHz to 0.1 Hz with 10 points
per frequency decade, integration time 120 s. Fitting to
equivalent circuits was performed with ZView 2.4 soft-
ware.
Results and discussion
Deposition and electrochemical characterisation
of CuHCF films
The CuHCF films were deposited in three different ways:
chemically, galvanostatically, and by potential cycling,
which is the most common method used to obtain Cu-
HCF films [31, 34, 38]. The concentration of the pre-
cursor salts was always the same (the deposition
conditions are described in the Experimental section).
Films were dried with hot air and aged for 48 h (details
in the Experimental section). The changes in electro-
chemical characteristics of the films observed during
cyclic voltammetry (CV) are presented in Fig. 1. The
potential cycling deposition was rapid up to ten cycles,
until a homogeneous film was obtained; the deposition
rate then dropped and the CVs remained almost un-
changed with further cycling. Similar behaviour was
obtained during galvanostatic deposition of the
film—the potential changed rapidly up to 5 s, and then
remained almost constant at around 0.22 V versus SCE.
Figure 2 shows the electrochemical behaviours of all
three CuHCF films in 0.1 M PBS, pH 7.0. The observed
currents were different at the various films due to the
different thicknesses and structures as happens with
Prussian Blue films [8]. The thickest film, as expected,
was obtained by chemical deposition [41], and the
thinnest by galvanostatic deposition. The different
structure of the films can be seen from the shapes of the
CVs and the peak positions, which differed slightly for
the CuHCF films deposited in the three ways. Electro-
chemically deposited films have two redox couples:
Cu+MCu2+ and [FeII (CN)6]
4M[FeIII (CN)6]
3 [14]; at
the chemically deposited film the first redox couple was
suppressed so that only the second one was clearly
exhibited.
Electrochemical impedance spectra recorded at
+0.05 V versus SCE at the various films show some
differences between the different deposition methods; see
Fig.3. Both electrochemically deposited films had very
similar impedance values (lower in the case of galvano-
static deposition), while those from chemically deposited
Fig. 2 Cyclic voltammograms of CuHCF films in phosphate buffer
saline, pH 7.0, deposited: (solid line) via potential cycling, (broken
line) galvanostatically, and (broken line with dots) chemically. Scan
rate 50 mV s1
Fig. 3 Complex plane impedance spectra and Bode plots for
CuHCF films prepared: (open squares) via potential cycling, (open
circles) galvanostatically, and (open diamonds) chemically. Spectra
recorded in 0.1 M KCl solution at +0.05 V versus SCE
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CuHCF films were higher, suggesting fewer defects in
the structure. Thus, the trends in the data obtained are
in agreement with the cyclic voltammetry results at these
films. Modelling was performed using a simple resistance
and constant phase element (R-CPE) parallel combina-
tion equivalent circuit in series with the cell resistance, as
done at the carbon film substrate electrodes [40]. The
constant phase element, CPE, represents the roughness
of the surface and consequent frequency dispersion and,
as found at the carbon film, the values of the exponent
were around 0.85. The fitted values of capacity were
74.5, 89.3, and 23.3 lF cm2 for CuHCF films depos-
ited by potential cycling, galvanostatically, and chemi-
cally, respectively and the values of R were between 100
and 200 kW cm2, slightly higher than at the carbon film
substrate. The last of these is substantially different to
the others. Impedance spectra of the CuHCF are dif-
ferent to those obtained at some other hexacyanofer-
rates [42, 43]. However, in [42] galvanostatic deposition
of PB has been carried out at indium tin oxide substrate,
and in [43] a Ni hexacyanoferrate bulk composite elec-
trode was prepared. Our different results may be partly
due to the fact that the carbon film substrate is not
completely covered.
Electrocatalytic oxidation of ascorbate at CuHCF
CuHCF deposited chemically was used to study the
electrocatalytic oxidation of ascorbate, because this
film was the thickest and exhibited the best electro-
chemical properties. The redox peaks of CuHCF
decreased with each addition of AA to the buffer
solution (Fig. 4), and an additional wave appeared for
ascorbate oxidation at +0.40 V, which was shifted to
more positive potentials with the addition of a new
aliquot of AA, although the corresponding current did
not increase proportionally with the added concentra-
tion of AA. Fast oxidation probably only occurs when
a monolayer of the ascorbate is adsorbed, and at high
concentrations adsorption is the limiting step of the
electrochemical process. This fact led us to conclude
that cyclic voltammetry is not a suitable method for
ascorbate determination, and that fixed-potential
amperometry is preferable.
Shankaran and Narayanan [14] mechanically immo-
bilised CuHCF on the surface of a graphite electrode
and performed electrocatalytic oxidation of AA in
0.1 M NH4Cl using cyclic voltammetry. The oxidation
peak of AA appeared at the same position that Cu+/
Cu2+ took place: the oxidation peak increased propor-
tionally with the amount of AA in the solution. It is
probable that we obtained a different CuHCF structure
from that in [14], since in that case a different ratio of
precursor salts and deposition method was used. A
similar electrocatalytic effect was observed at cobalt
hexacyanoferrate films deposited in two steps: by po-
tentiostatically depositing Co and then immersing it into
acidic potassium hexacyanoferrate(III) solution. How-
ever, that electrode was not applied to the analytical
determination of AA [15].
Optimisation of the sensor for ascorbate determination
The sensor based on CuHCF film was applied to the
determination of ascorbate in amperometric mode. The
response to ascorbate at 0.00 and +0.025 V was poor,
but at +0.05 V the response was sufficiently good to
determine ascorbate in the micromolar range. At higher
potentials the sensitivity increased further, but was never
better than other existing sensors [14, 17–21]. Therefore,
the operating potential was chosen to be +0.05 V. All
three types of CuHCF films (deposited by cycling of the
potential, galvanostatically and chemically) were cali-
brated for the ascorbate anion. Calibration data are
presented in Fig. 5 and data from the calibration curves
are given in Table 1. As expected, the thinnest film—that
obtained by galvanostatic deposition—gave the best re-
sponse. However, although the film obtained by CV
deposition was thinner than the chemical one, the re-
sponse was poorer. This is probably related to the dif-
ferent structures of the films obtained by alternative
deposition methodologies.
As seen from Fig. 5, films obtained by CV and
chemical deposition exhibit two linear ranges. The first
is up to 0.01 or 0.30 mM at voltammetrically and
chemically deposited films, and the second is up to
5 mM (data in Table 1 are calculated from the upper
range). The first linear range is probably related to the
adsorption of a monolayer of ascorbate at the surface
of the electrode; due to the different structures of the
films, the adsorption mechanism at voltammetrically
and chemically deposited films should be different
from that at CuHCF obtained by galvanostatic
deposition.
Fig. 4 Cyclic voltammograms showing the oxidation of ascorbate
in 0.1 M phosphate buffer saline, pH 7.0, at chemically deposited
CuHCF film. Scan rate 50 mV s1
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Besides sensitivity and selectivity, stability is also a
very important factor for the sensor. It is well known
that Prussian Blue is unstable in neutral media [13,
29], but the CuHCF film sensor is reported to be
stable in slightly acidic medium (0.1 M NH4Cl solu-
tion) [14]. Its stability also depends on the deposition
and operating conditions [13, 31–35]. Our investigation
showed that CuHCF is definitely more stable than
Prussian Blue, but its operating stability depends on
the deposition conditions (Fig. 6). The critical period
was the first week, when the response to ascorbate at
the electrochemically deposited CuHCF changed quite
a lot; it either decreased (at CV film by 48%) or in-
creased (at galvanostatic film by 55%). The films
probably became thinner out until a particular thick-
ness was reached at neutral pH, and after one week
the response stabilised and remained stable (with a
small decrease in response) for up to 20 days, when it
became approximately 50% of the initial value. The
chemically deposited film was stable for up to ten days
and then the response slowly decreased. Since the film
was thick, a small loss of thickness during the mea-
surements was not significant enough to cause changes
in the adsorption mechanism of ascorbate and the
sensor response.
These facts also demonstrate that chemically depos-
ited CuHCF film is the most suitable for sensing
ascorbate, so all further measurements were performed
at these electrodes. The relative standard deviation at
this electrode was 3.5% (n=5) and the reproducibility of
the sensors was 7.7% (calculated from the response at
four electrodes).
The storability of this new CuHCF film sensor is at
least several months in air at room temperature, rep-
resenting a significant improvement on previously re-
ported ascorbate or AA electrochemical sensors, which
either work at a more positive potential than +0.05 V
versus SCE [11, 14, 18, 19, 44–46] or have higher
Table 1 Sensitivities, intercepts, limits of detection and limits of quantification calculated from ascorbate calibration curves (see Fig. 5)















Potential cycling 0.80±0.02 0.30±0.10 3.65 121.7 0.995 0.15–5.00a
Galvanostatic 2.31±0.04 0.14±0.07 1.29 4.32 0.997 0.01–3.00
Chemical 1.40±0.03 0.41±0.14 2.10 170.1 0.997 0.20–5.00a
aUpper linear range
Fig. 6 Response to 0.55 mM ascorbate over time in 0.1 M
phosphate buffer solution at CuHCF films deposited: (open
squares) via potential cycling, (open circles) galvanostatically, and
(open diamonds) chemically. Experimental conditions as in Fig. 5
Fig. 5 Calibration curves of ascorbate at CuHCF films deposited:
(open squares) via potential cycling, (open circles) galvanostatically,
and (open diamonds) chemically. Operating potential +0.05 V;
supporting electrolyte 0.1 M phosphate buffer saline, pH 7.0.
a Lower concentration range; b higher concentration range
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detection limits [18, 19, 44]. The sensor most similar to
that presented here works at +0.05 V versus Ag/AgCl
and has a detection limit of 23 lM for AA, and was
developed by Kulys et al [16] based on tetracy-
anoquinodimethane-modified printed graphite elec-
trodes.
A study of interferences from compounds usually
present in food was also performed, and the results
are shown in Table 2. The main sugars and acids
usually present in wine and juice did not interfere,
except citric acid to a small extent, which decreased
the response to ascorbate by 10% at a five-fold excess.
Some phenolic compounds present in the wine—such
as phenol and catechol as well as sulphate ions—led
to a small interference: catechol increased the AA re-
sponse signal, but phenol and sulphate anion had the
opposite effect. However, such interferences should not
play a significant role in the determination of ascor-
bate by standard addition in wine and juice; moreover,
the interfering compounds are present at small con-
centrations.
Ascorbate determination in market samples
Ascorbate was measured in some wine samples, orange
juice, and ice tea with lemon.
Additionally, in order to check the accuracy and
precision of the sensor, the pharmaceutical vitamin C
powder product ‘‘Cebion’’ was tested and the concen-
tration was measured with CuHCF sensor. For a 50 lM
solution of AA, 50.15±0.12 lM was found, and for
150 lM AA, 149.03±0.24 lM was found (six mea-
surements in both cases), corresponding to recovery
values of 100.3 and 99.4%, respectively. These data
show that the measurements performed with the Cu-
HCF sensor are precise and that this sensor can be used
for determining ascorbic acid in juice and wines.
Table 3 shows the amount of ascorbate found in
wines, ice tea and juice by standard addition of AA to
diluted samples. The data obtained are in good agree-
ment with the colorimetric enzyme test kit reference
method. The lowest ascorbate concentrations were
found in white wine and ice tea with lemon, and the
ascorbate concentrations were much higher in red wines.
According to the reflectometric analysis of AA, there is
0.4–1.5 mM of AA in white and red wine [47]. In this
case, the white wine analysed here had an AA concen-
tration that was too low when compared to the refer-
ence; however, AA is usually added to wines that
contain disulphide in order to convert it to a mercaptan
[1, 48]. A much higher concentration of ascorbate was
present in the ice tea with lemon and in the commercial
orange juice products, but these values fell within the
range recommended in [49].
Conclusions
A new, improved sensor that can be used to electrocat-
alytically determine micromolar ascorbate concentra-
tions at CuHCF-modified carbon film electrodes has
been developed. This sensor functions at a low applied
potential and has a low detection limit. Such sensors are
constructed by depositing CuHCF films onto carbon
film electrodes electrochemically (by potential cycling,
galvanostatically, or chemically) and they were charac-
terised by cyclic voltammetry and electrochemical
impedance spectroscopy. CuHCF electrodes were suc-
cessfully applied to the determination of ascorbate at
neutral pH—for example in 0.1 M PBS, pH 7.0—with
good discrimination against potential interferents. The
most suitable film was obtained by chemical deposition
and was operated at +0.05 V vsersus SCE. The linear
range was 0.15–5 mM, with a limit of detection of
2.1 lM, and it was continuously usable for 20 days and
stable for at least four months. The sensor was used to
determine the ascorbate concentration in a pharmaceu-
tical vitamin C product, and since the results demon-
strated that the CuHCF sensor works accurately, and it
was then successfully applied to the determination of
ascorbate in wines and fruit juices.
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All of the experimental conditions are the same as in Fig. 5
Table 3 Amount of ascorbate found in wines, ice tea and juice at a
CuHCF-based ascorbate sensor
Sample Ascorbate concentration
CuHCF sensora Reference methodb
Red wine 150±4 lmol L1 155±2 lmol L1
White wine 1.00±0.01 lmol L1 –
Red wine 144±9 lmol L1 155±2 lmol L1
Red wine 2.1±0.1 lmol L1 –
Ice tea with lemon 28.0±0.1 lmol L1 28.3±0.3 lmol L1
Orange juice 1.5±0.2 mmol L1 1.1±0.2 mmol L1
Experimental conditions as in Fig. 5
a Mean value of the concentrations calculated from three mea-
surements
b Colorimetric method with enzymatic test kit; detection limit
3 lmol L1
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